
LAMINATED  CEILING SOLUTIONS
SIERRA -          PERLA - ULTIMA+
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PERLA OP 0.95 & 1.00 ULTIMA+

PERLA dB ULTIMA+ OPSIERRA OP

Product availability may vary. Please contact us or visit www.knaufarmstrong.com for more information.

HEALTHCARE 
Bos & Lommer Pharmacy (NL)
SIERRA Board

EDUCATION 
Brno University Campus (CZ)
PERLA MicroLook

OFFICE 
MTA Slovakia s.r.o. (SK)
ULTIMA+ dB SL2

SIERRA PERLA ULTIMA+

A single visual for your different 
acoustical requirements:

> Standard solution provides a 
balanced acoustic between absorption 
and attenuation. 
> OP solution is designed for 
high absorption and improved 
concentration, ideal for open plan 
spaces.

 Best in class fully painted edges: less 
damage in storage and installation. Easy 
to handle: re-engineered for a better, 
easier fit.

Non-directional surface making it faster  
to install.

Same advantages as SIERRA.

+
dB solution delivers high attenuation 
and sound blocking levels for improved 
confidentiality.

 C2C Bronze certification helps you 
meet sustainability targets.

 ISO 5 particle cleanliness & VOC A+ 
ultra low air emissions create better 
surroundings, increasing comfort and 
well-being up to tackle with even the 
most demanding environments.

Same advantages as PERLA.

+
Widest range of edges, modules and 
acoustic options giving you complete noise 
control and design flexibility for every space.

Most uniform installed appearance and 
more even light distribution due to low gloss 
levels (0.2%).

More robust, retaining its aesthetics 
for longer.

Smoothest most contemporary visual 
offering high light reflectance.

Whitest, brightest, longest lasting durable 
finish and visual due to its unique lightly 
textured surface.



54 Product availability may vary. Please contact us or visit www.knaufarmstrong.com for more information.

Why choose 
Armstrong laminated ceilings?

 High light reflectance achieves a 16% cost savings compared with indirect 
lighting.(1)

 ISO 5 particle cleanliness & VOC A+(2) ultra low air emissions create better 
surroundings, increasing comfort and well-being up to tackle with even the most 
demanding environments.

 The 1st ceiling system to gain C2C certified status helping specifiers, clients and 
end-users choose good quality materials.(3)

Simple to specify Simple to install

Fully painted edges provide an easier and faster handling 
during installation or maintenance.

 Non-directional visual reduces installation time.

 Laminated tiles are easier to cut and retegulate as a 
perimeter solution.

 No air pressure induced ceiling uplift around high usage 
areas due to the weight of the tile.

30-year ceiling system warranty when installed on 
Armstrong Ceiling Solutions grid.

(1) In accordance with the Brinjac Engineering Study 2006. (2) Except for SIERRA 13mm. (3) For PERLA and ULTIMA+ ranges.

Downloadable in ArchiCAD 
and REVIT making it easier to 
design your next project.

Class-leading whiteness that 
delivers a long-lasting finish.

 

Best in class fully painted 
edges create an uniform finish.

 A single visual for each family 
to meet your different acoustical 
requirements.
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Product availability may vary. Please contact us or visit www.knaufarmstrong.com for more information.

First ceiling manufacturer in Europe recognised 
for their commitment in the responsible use of raw 
material in their production processes.

 C2C certification is recognised in LEED programmes.

 Five quality criteria:

• Healthy raw materials

• Reuse of raw materials

• CO2 saving management

• Water management

• Social responsibility of the company

 Highest acoustical absorption: 
up to 1.00 αw

Easier to handle, cut and install

 Heavier: OP holds better on grid

 Less itchy than soft ceilings 

“It is heavy enough that it won’t blow  
out of the grid easily, and still light  

that you can carry it” 
Dutch contractor

“One of the main arguments for us  
to promote the tile is that there is much less  

dust, it is heavier, there is no filter effect” 
Dutch contractor

“OP solutions are equivalent  
in terms of absorption,  

they are getting up to 1.00” 
French contractor

“I feel the sound absorption of  
the new OP range would be good” 

Dutch contractor

Workshop organised  
with Dutch and French contractors  

based on a blind test between  
our OP and soft ranges

Cradle to Cradle Advantages of our  
OP Range



SIERRA

Key features
• Stronger edges, better fi nish
• Good level of sound absorption:

0.70(H) aw
• Long-lasting solution, easy to clean
• ISO 5

Application areas
Ideal for working and learning 
environments.

Covered with a glass fi bre scrim, SIERRA is an acoustic sustainable ceiling solution 
with a smooth surface fi nish.

EDUCATION
Jan Kochalowski University of
Humanities & Sciences (PL)
SIERRA Board

Prelude 24 XL²/TL²
Prelude 24 Sixty² XL²/TL²

13 13 13

Prelude 15 TL/XL²
Interlude HRC XL2

50-801 A E1

EN ISO 354 
& EN ISO 11654

EN ISO 10848-2 
& EN ISO 717-1 Hz αP

Dnfw αw Class NRC 125 250 500 1000 2000 4000

Board, Tegular, MicroLook 90 28 dB 0.70(H) C 0.70 0.40 0.60 0.60 0.75 0.90 1.00

EEA Euroclass A2-s1, d0
 EN 13501-1

RUS KM1 (G1, V1, D1, T1)
 FZ 123

EN 12667 
& ISO 8301

λ = 0.037 W/m K 3.1 kg/m² 

85% 95% RH ISO 5

600 x 600  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3612M
675 x 675 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3614M
1200 x 600. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3615M

Global White

30 YEAR
system

guarantee

1  Depends on thickness, edge detail and size of tile.

SIERRA
EDGE DETAIL

MODULE (mm)

THICKNESS (mm)

SUSPENSION
SYSTEMS

COLOURS

SUSTAINABILITY

ACOUSTICS

Prelude 24 XL²/TL²
Prelude 24 Sixty² XL²/TL²

600 x 600  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3619M 600 x 600  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3621M

FIRE 
REACTION

OTHER
PERFORMANCES
& FEATURES

ISO 14644-1

CUSTOM
OPTIONS

Dimensions

EN ISO 14021 EN 13964

24 246

15

6

15

6

BOARD MICROLOOKTEGULAR

All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.
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SIERRA OP

Key features
• High level of sound absorption:

up to 0.90 aw
• Long-lasting solution, easy to clean
• ISO 5

Application areas
Ideal for open spaces (call centres,
libraries, cafeterias…).

SIERRA OP is a cost eff ective laminated mineral tile off ering a smooth white 
appearance combined with Class A acoustic performance.

OFFICE
De Meers Office (BE)
SIERRA OP Board

All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.

[2019-12]

Prelude 24 XL²/TL²
Prelude 24 Sixty² XL²/TL²

15/17 15/17 15/17

System Z - T-Bar
System Z - Z-Bar
System Z Corridor - T-Bar
System Z Corridor - Z-Bar

Prelude 15 TL/XL²
Interlude HRC XL2

Silhouette 6mm XL2

14-791 A+ E1

EN ISO 354 
& EN ISO 11654

EN ISO 10848-2 
& EN ISO 717-1

EN ISO 140-3 
& EN ISO 717-1

EEA Euroclass A2-s1, d0
 EN 13501-1

RUS KM1 (G1, V1, D1, T1)
 FZ 123

EN 12667 
& ISO 8301

λ = 0.036 W/m K
(15 mm)
λ = 0.037 W/m K
(17 mm)

2.4 kg/m2

(15 mm)
3.2 kg/m2

(17 mm)

84% 95% RH2 ISO 5

600 x 600 x 15. . . . . . . . . . . . . . 4115M
675 x 675 x 15  . . . . . . . . . . . . . . 4116M
1200 x 600 x 15 . . . . . . . . . . . . . 4117M
1250 x 625 x 15  . . . . . . . . . . . . . .4117D
600 x 600 x 17 . . . . . . . . . . . . . .3780M
1200 x 600 x 17  . . . . . . . . . . . . . 3781M
1500 x 600 x 17  . . . . . . . . . . . . .3782M
1800 x 600 x 17  . . . . . . . . . . . . .3796M

600 x 600 x 15. . . . . . . . . . . . . . . . . . 4202M
675 x 675 x 15  . . . . . . . . . . . . . . . . . . 4203M
1200 x 600 x 15 . . . . . . . . . . . . . . . . . 4204M
600 x 600 x 17 . . . . . . . . . . . . . . . . . . 4402M
1200 x 600 x 17  . . . . . . . . . . . . . . . . . 4403M

1500 x 300 x 17  . . . . . . . . . . . . . . . . . 4404M
1800 x 300 x 17  . . . . . . . . . . . . . . . . . 4405M

Global White

30 YEAR
system

guarantee

SIERRA OP
EDGE DETAIL

MODULE (mm)

THICKNESS (mm)

SUSPENSION
SYSTEMS

COLOURS

SUSTAINABILITY

ACOUSTICS

Prelude 24 XL²/TL²
Prelude 24 Sixty² XL²/TL²

600 x 600 x 15. . . . . . . . . . . . . . 4200M
675 x 675 x 15  . . . . . . . . . . . . . . . 4201M
1200 x 600 x 15 . . . . . . . . . . . . . 4205M
600 x 600 x 17 . . . . . . . . . . . . . . 4400M
1200 x 600 x 17  . . . . . . . . . . . . . . 4401M

17

FIRE 
REACTION

OTHER
PERFORMANCES
& FEATURES

ISO 14644-1

CUSTOM
OPTIONS

Dimensions

EN ISO 14021 EN 13964

+
24 15

8

5

8

15
24 20

20

18

11
.5 24

11
.5

248

1  Depends on thickness, edge detail and size of tile.

2 Except 4204M & 4205M = 70%RH

Hz αP

Dnfw Rw αw Class NRC 125 250 500 1000 2000 4000

Board, Tegular, MicroLook 90 (15 mm) 25 dB 12 dB 0.90 A 0.85 0.45 0.75 0.85 0.85 1.00 1.00

Board, Tegular, MicroLook 90 (17 mm) 27 dB 11 dB 0.90 A 0.85 0.50 0.75 0.85 0.85 1.00 1.00

SL2 29 dB - 0.90 A 0.85 0.50 0.75 0.85 0.85 1.00 1.00

BOARD MICROLOOK 90TEGULAR SL2

8

15
6

IBU

EN ISO 14025

1110



PERLA

Key features
• Winning balance of sound attenuation 

and absorption
• Enhanced product durability
• High level of light refl ectance: 86%
• Better fi nish and more durable edges
• C2C Bronze certifi ed / ISO 5 / A+
• Available with SL2 MicroLook 90 edge 

detail

Application areas
Ideal for working and learning 
applications...

PERLA is a fully C2C Bronze certifi ed range with a smooth laminated fi nish providing 
balanced acoustic performance combining both sound absorption and sound 
attenuation.

OFFICE
PERLA Tegular

All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.

[2019-12]

Prelude 24 XL²/TL²
Prelude 24 Sixty² XL²/TL²

17 17 17

Prelude 15 TL/XL²
Interlude HRC XL2

Silhouette 6mm XL2

25-371 A+ E1

EN ISO 354 
& EN ISO 11654

EN ISO 10848-2 
& EN ISO 717-1

EN ISO 140-3 
& EN ISO 717-1 Hz αP

Dnfw Rw αw Class NRC 125 250 500 1000 2000 4000

Board, Tegular, MicroLook 90 35 dB 18 dB 0.65(H) C 0.70 0.35 0.40 0.60 0.85 0.95 1.00

EEA Euroclass A2-s1, d0
 EN 13501-1

RUS KM1 (G1, V1, D1, T1)
 FZ 123

EN 12667 
& ISO 8301

λ = 0.052 W/m K 4.6 kg/m² 

86% 95% RH ISO 5

600 x 600  . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2801M
1200 x 600. . . . . . . . . . . . . . . . . . . . . . . . . . . . 2802M

Global White

30 YEAR
system

guarantee

1  Depends on thickness, edge detail and size of tile.

PERLA
EDGE DETAIL

MODULE (mm)

THICKNESS (mm)

SUSPENSION
SYSTEMS

COLOURS

SUSTAINABILITY

ACOUSTICS

Prelude 24 XL²/TL²
Prelude 24 Sixty² XL²/TL²

600 x 600  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2803M 600 x 600  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2805M
1200 x 600. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5180M
1500 x 600. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5181M

FIRE 
REACTION

OTHER
PERFORMANCES
& FEATURES

ISO 14644-1

CUSTOM
OPTIONS

Dimensions

BRONZE EN ISO 14021 EN 13964

24
248

15

8 8

5
15

8

6
15

BOARD MICROLOOK 90TEGULAR

IBU

EN ISO 14025

1312



PERLA OP 0.95

Key features
• Excellent sound absorption: 0.95 aw
• Better fi nish and more durable edges
• C2C Bronze certifi ed / ISO 5 / A+

Application areas
Ideal for open spaces (call centres,
libraries, cafeterias…).

PERLA OP 0.95 is a fully C2C Bronze certifi ed range with a smooth laminated fi nish 
and Class A sound absorption, making it ideal for open plan areas.

OFFICE
Zuiderzeeland Water Company, 
Lelystad (NL)
PERLA OP 0.95 MicroLook 90

All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.
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Prelude 24 XL²/TL²
Prelude 24 Sixty² XL²/TL²

15/18 15 15/18

System Z - T-Bar
System Z - Z-Bar
System Z Corridor - T-Bar
System Z Corridor - Z-Bar

Prelude 15 TL/XL²
Interlude HRC XL2

Silhouette 6mm XL2

16-791 A+ E1

EN ISO 354 
& EN ISO 11654

EN ISO 10848-2 
& EN ISO 717-1

EN ISO 140-3 
& EN ISO 717-1 Hz αP

Dnfw Rw αw Class NRC 125 250 500 1000 2000 4000

Board, Tegular, MicroLook 90 (15mm) 25 dB 12 dB 0.95 A 0.90 0.45 0.80 0.95 0.90 1.00 1.00

Board, MicroLook 90 (18mm) 25 dB 10 dB 0.95 A 0.90 0.50 0.85 0.95 0.90 1.00 1.00

SL2 27 dB - 0.95 A 0.90 0.45 0.85 0.95 0.90 0.95 1.00

EEA Euroclass A2-s1, d0
 EN 13501-1

RUS KM1 (G1, V1, D1, T1)
 FZ 123

EN 12667 
& ISO 8301

λ = 0.036 W/m K
(15 mm)
λ = 0.037 W/m K
(18 mm)

2.4 kg/m2

(15 mm)
2.9 kg/m2

(18 mm)
3.3 kg/m2

(Planks)

85% 95% RH2 ISO 5

600 x 600 x 15. . . . . . . . . . . . . . 3819M
675 x 675 x 15  . . . . . . . . . . . . . 3820M
1200 x 600 x 15 . . . . . . . . . . . . . 3821M
1500 x 600 x 18 . . . . . . . . . . . . 3092M
1800 x 600 x 18 . . . . . . . . . . . . 3093M

600 x 550 x 15. . . . . . . . . . . . . . . . . .5186M
600 x 600 x 15. . . . . . . . . . . . . . . . . .5174M
675 x 675 x 15  . . . . . . . . . . . . . . . . . .5176M
1200 x 600 x 15 . . . . . . . . . . . . . . . . .5178M
1200 x 600 x 18 . . . . . . . . . . . . . . . . .5188M
1500 x 600 x 18 . . . . . . . . . . . . . . . . .5187M

1500 x 300. . . . . . . . . . . . . . . . . . . . 3094M
1800 x 300. . . . . . . . . . . . . . . . . . . . 3096M

Global White

30 YEAR
system

guarantee

1  Depends on thickness, edge detail and size of tile.

2 Except 5177M and 5178M (70% RH).

PERLA OP 0.95
EDGE DETAIL

MODULE (mm)

THICKNESS (mm)

SUSPENSION
SYSTEMS

COLOURS

SUSTAINABILITY

ACOUSTICS

Prelude 24 XL²/TL²
Prelude 24 Sixty² XL²/TL²

600 x 600  . . . . . . . . . . . . . . . . . . 5173M
675 x 675 . . . . . . . . . . . . . . . . . . . 5175M
1200 x 600. . . . . . . . . . . . . . . . . . 5177M

18

FIRE 
REACTION

OTHER
PERFORMANCES
& FEATURES

ISO 14644-1

CUSTOM
OPTIONS

Dimensions

BRONZE EN ISO 14021 EN 13964

24 15

8

5

8

15
6

8

15

248

24 20

20
20

20

18

11
.5 24

11
.5

+

BOARD MICROLOOK 90TEGULAR SL2

IBU

EN ISO 14025

1514



PERLA OP 1.00

Key features
• Excellent sound absorption: 1.00 aw
• Good light refl ectance: 85%
• Better fi nish and more durable edges
• C2C Bronze certifi ed / ISO 5 / A+

Application areas
Ideal for open spaces (call centres,
libraries, cafeterias…).

PERLA OP 1.00 is a fully C2C Bronze certifi ed range with a smooth laminated fi nish 
and off ers the highest level of sound absorption (1.00 aw), making it ideal for open 
plan areas.

OFFICE
RFI Radio (FR)
PERLA OP 1.00 MicroLook 90

All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.

[2019-12]

Prelude 24 XL²/TL²
Prelude 24 Sixty² XL²/TL²

20 20 20

Prelude 15 TL/XL²
Interlude HRC XL2

Silhouette 6mm XL2

12-201 A+ E1

EN ISO 354 
& EN ISO 11654

EN ISO 10848-2 
& EN ISO 717-1

EN ISO 140-3 
& EN ISO 717-1 Hz αP

Dnfw Rw αw Class NRC 125 250 500 1000 2000 4000

Board, Tegular, MicroLook 90 25 dB 12 dB 1.00 A 0.95 0.50 0.85 0.95 0.95 1.00 1.00

EEA Euroclass A2-s1, d0
 EN 13501-1

RUS KM1 (G1, V1, D1, T1)
 FZ 123

EN 12667 
& ISO 8301

λ = 0.037 W/m K 3.1 kg/m² 

85% 95% RH ISO 5

600 x 600  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3861M
675 x 675 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3862M
1200 x 600. . . . . . . . . . . . . . . . . . . . . . . . . . . . 3863M

Global White

30 YEAR
system

guarantee

1  Depends on thickness, edge detail and size of tile.

PERLA OP 1.00
EDGE DETAIL

MODULE (mm)

THICKNESS (mm)

SUSPENSION
SYSTEMS

COLOURS

SUSTAINABILITY

ACOUSTICS

Prelude 24 XL²/TL²
Prelude 24 Sixty² XL²/TL²

600 x 600 . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3866M
675 x 675 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3867M

600 x 600  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2097M
675 x 675 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2098M

FIRE 
REACTION

OTHER
PERFORMANCES
& FEATURES

ISO 14644-1

CUSTOM
OPTIONS

Dimensions

BRONZE EN ISO 14021 EN 13964

24
248

15

8 8

5
15

8

6
15

BOARD MICROLOOK 90TEGULAR

IBU

EN ISO 14025

1716



PERLA dB

Key features
• Excellent level of sound attenuation:

up to 43 dB
• High recycled content: 64%
• High light refl ectance: 86%
• Better fi nish and more durable edges
• C2C Bronze certifi ed / ISO 5 / A+

Application areas
Ideal for individual offi  ces.

PERLA dB is a fully C2C Bronze certifi ed range with a smooth laminated fi nish 
providing enhanced sound attenuation performance for improving the privacy 
between adjacent spaces.

OFFICE
PERLA dB MicroLook 90

Prelude 24 XL²/TL²
Prelude 24 Sixty² XL²/TL²

19 19 19

System Z - T-Bar
System Z - Z-Bar
System Z Corridor - T-Bar
System Z Corridor - Z-Bar

Prelude 15 TL/XL²
Interlude HRC XL2

Silhouette 6mm XL2

43 A+ E1

EN ISO 354 
& EN ISO 11654

EN ISO 10848-2 
& EN ISO 717-1

EN ISO 140-3 
& EN ISO 717-1 Hz αP

Dnfw Rw αw Class NRC 125 250 500 1000 2000 4000

Board, Tegular, MicroLook 90 41 dB 21 dB 0.60(H) C 0.65 0.30 0.40 0.55 0.70 0.85 0.95

SL2 43 dB - 0.50(H) D 0.50 0.30 0.35 0.40 0.60 0.70 0.80

EEA Euroclass A2-s1, d0
 EN 13501-1

RUS KM1 (G1, V1, D1, T1)
 FZ 123

EN 12667 
& ISO 8301

λ = 0.067 W/m K 7.6 kg/m2

86% 95% RH ISO 5

600 x 600  . . . . . . . . . . . . . . . . . 3191M 600 x 600  . . . . . . . . . . . . . . . . . . . . . 2095M
675 x 675 . . . . . . . . . . . . . . . . . . . . . . 2096M

1500 x 300. . . . . . . . . . . . . . . . . . . . 3797M
1800 x 300. . . . . . . . . . . . . . . . . . . . 3798M
2500 x 300  . . . . . . . . . . . . . . . . . . . 3799M

Global White

30 YEAR
system

guarantee

PERLA dB
EDGE DETAIL

MODULE (mm)

THICKNESS (mm)

SUSPENSION
SYSTEMS

COLOURS

SUSTAINABILITY

ACOUSTICS

Prelude 24 XL²/TL²
Prelude 24 Sixty² XL²/TL²

600 x 600  . . . . . . . . . . . . . . . . . . 3192M

19

FIRE 
REACTION

OTHER
PERFORMANCES
& FEATURES

ISO 14644-1

CUSTOM
OPTIONS

Dimensions

BRONZE EN ISO 14021 EN 13964

248

15

8 8

5
15

8

6
15

24 24 20

20
20

20

18

11
.5 24

11
.5

+

BOARD MICROLOOK 90TEGULAR SL2

All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.
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IBU

EN ISO 14025

1918



ULTIMA+

Key features
• Good sound absorption: up to 0.75(H) αw
• Very high light refl ectance: 87%
• Reinforced scratch resistant face
• Better fi nish and more durable edges
• C2C Bronze certifi ed / ISO 5 / A+
• 30 year system guarantee
• Available with SL2 MicroLook 90

edge detail

Application areas
Ideal for meeting rooms or waiting areas
ULTIMA+ Planks: ideal for both open areas 
and corridors.

ULTIMA+ not only off ers a fi nely textured and durable surface with a brighter 
“blue-white” colour and high light refl ectance, it also off ers a balance of both 
sound absorption and sound attenuation as well as being C2C Bronze certifi ed.

OFFICE
Woningbouwvereniging Compaen (NL)
ULTIMA+ Vector

33-371 A+2 E1 IBU

EN ISO 354 
& EN ISO 11654

EN ISO 10848-2 
& EN ISO 717-1

EN ISO 140-3 
& EN ISO 717-1 Hz αP

Dnfw Rw αw Class NRC 125 250 500 1000 2000 4000

Board, Tegular, MicroLook 90 36 dB 18 dB 0.70(H) C 0.75 0.40 0.50 0.65 0.85 0.95 1.00

Vector 33 dB - 0.75(H) C 0.75 0.35 0.55 0.65 0.80 0.95 0.90

Finesse 39 dB - 0.70(H) C 0.75 0.40 0.50 0.65 0.85 0.95 1.00

SL2 40 dB - 0.65(H) C 0.65 0.35 0.45 0.55 0.75 0.90 1.00

EEA Euroclass A2-s1, d0
 EN 13501-1

RUS KM1 (G1, V1, D1, T1)
 FZ 123

EN 12667 
& ISO 8301

λ = 0.052 W/m K 5.0 kg/m² 
(Board, Tegular, 
MicroLook 90, Finesse)
5.6 kg/m² 
(SL2)
5.8 kg/m² 
(Vector)

87% 95% RH ISO 5

Global White

30 YEAR
system

guarantee

1  Depends on thickness, edge detail and size of tile.
2 Except Vector: A

ULTIMA+

COLOURS

SUSTAINABILITY

ACOUSTICS

FIRE 
REACTION

OTHER
PERFORMANCES
& FEATURES

ISO 14644-1

CUSTOM
OPTIONS

Dimensions

BRONZE EN ISO 14021 EN 13964

All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.

[2019-12]

6

13

6

14

8

5
15

15

8

Prelude 24 XL²/TL²
Prelude 24 Sixty² XL²/TL²

19 19 19

Prelude 24 XL2/TL²
Prelude 24 Sixty2 XL2/TL²

System Z - T-Bar
System Z - Z-Bar
System Z Corridor - T-Bar
System Z Corridor - Z-Bar

System Z - L-BarPrelude 15 TL/XL²
Interlude HRC XL2

Silhouette 6mm XL2

600 x 600  . . . . . . . 7661M
675 x 675 . . . . . . . . 7662M
1200 x 600. . . . . . . 7663M

600 x 550  . . . . . . . 7713M
600 x 600. . . . . . . . 7674M
675 x 675 . . . . . . . . 7675M
1200 x 300. . . . . . . 7676M
1200 x 600. . . . . . . 7677M
1500 x 600. . . . . . . 7703M

600 x 600  . . . . . . . 7681M 600 x 600  . . . . . . . 7715M
1200 x 600. . . . . . . 7716M

1500 x 300. . . . . . . 7699M
1720 x 300 . . . . . . . 7700M
1800 x 300. . . . . . . 7701M
2500 x 300  . . . . . . 7702M

24 248

EDGE DETAIL

MODULE (mm)

BOARD MICROLOOK 90 FINESSETEGULAR VECTOR

THICKNESS (mm)

SUSPENSION
SYSTEMS

Prelude 24 XL²/TL²
Prelude 24 Sixty² XL²/TL²

SL2

600 x 600  . . . . . . . 7664M
675 x 675 . . . . . . . . 7665M
1200 x 600. . . . . . . 7666M

19 19 19

24 20
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ULTIMA+ OP

Key features
• Excellent sound absorption: 1.00 αw
• Very high light refl ectance: 87%
• Better fi nish and more durable edges
• C2C Bronze certifi ed / ISO 5 / A+
• 30 year system guarantee

Application areas
Ideal for open spaces (call centres,
cafeterias…).

ULTIMA+ OP not only off ers a fi nely textured and durable surface with a brighter 
“blue-white” colour for high light refl ectance, but is also C2C Bronze certifi ed and 
provides Class A sound absorption, making it ideal for open plan areas.

OFFICE
PwC Headquarters (PL)
ULTIMA+ OP MicroLook 90

Prelude 24 XL²/TL²
Prelude 24 Sixty² XL²/TL²

20 20 20

Prelude 15 TL/XL²
Interlude HRC XL2

Silhouette 6mm XL2

17 A+ E1

EN ISO 354 
& EN ISO 11654

EN ISO 10848-2 
& EN ISO 717-1

EN ISO 140-3 
& EN ISO 717-1 Hz αP

Dnfw Rw αw Class NRC 125 250 500 1000 2000 4000

Board, Tegular, MicroLook 90 25 dB 10 dB 1.00 A 0.95 0.40 0.80 1.00 0.95 1.00 1.00

EEA Euroclass A2-s1, d0
 EN 13501-1

RUS KM1 (G1, V1, D1, T1)
 FZ 123

EN 12667 
& ISO 8301

λ = 0.037 W/m K 3.2 kg/m² 

87% 95% RH ISO 5

600 x 600  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7682M
675 x 675 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7683M
1200 x 600. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7684M

Global White

30 YEAR
system

guarantee

ULTIMA+ OP
EDGE DETAIL

MODULE (mm)

THICKNESS (mm)

SUSPENSION
SYSTEMS

COLOURS

SUSTAINABILITY

ACOUSTICS

Prelude 24 XL²/TL²
Prelude 24 Sixty² XL²/TL²

600 x 600  . . . . . . . . . . . . . . . . . . . . . . . . . . . . .7678M
675 x 675 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .7679M
1200 x 600. . . . . . . . . . . . . . . . . . . . . . . . . . . . 7680M

600 x 550  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7714M
600 x 600  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .7685M
675 x 675 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .7686M
1200 x 600. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7687M
1500 x 600. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7708M

FIRE 
REACTION

OTHER
PERFORMANCES
& FEATURES

ISO 14644-1

CUSTOM
OPTIONS

Dimensions

BRONZE EN ISO 14021 EN 13964

248

24

BOARD MICROLOOK 90TEGULAR

All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.
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ULTIMA+ dB

Key features
• Eliminates the need for sound barriers

in closed offi  ces
• Very high light refl ectance: 87%
• Better fi nish and more durable edges
• C2C Bronze certifi ed / ISO 5 / A+
• 30 year system guarantee

Application areas
Ideal for individual / private offi  ces.

ULTIMA+ dB not only off ers a fi nely textured and durable surface with a brighter 
“blue-white” colour for high light refl ectance, but is also C2C Bronze certifi ed and 
provides higher levels of sound attenuation performance for improving the privacy 
between adjacent spaces.

OFFICE
Trade Center Weena Plaza (NL)
ULTIMA+ dB SL2

All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.
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Prelude 24 XL²/TL²
Prelude 24 Sixty² XL²/TL²

19 19 19

System Z - T-Bar
System Z - Z-Bar
System Z Corridor - T-Bar
System Z Corridor - Z-Bar

Prelude 15 TL/XL²
Interlude HRC XL2

Silhouette 6mm XL2

36-431 A+ E1

EN ISO 354 
& EN ISO 11654

EN ISO 10848-2 
& EN ISO 717-1

EN ISO 140-3 
& EN ISO 717-1 Hz αP

Dnfw Rw αw Class NRC 125 250 500 1000 2000 4000

Board, Tegular, MicroLook 90 41 dB 21 dB 0.60(H) C 0.65 0.25 0.35 0.55 0.80 0.90 0.95

SL2 43 dB - 0.60(H) C 0.55 0.35 0.40 0.50 0.60 0.75 0.85

EEA Euroclass A2-s1, d0
 EN 13501-1

RUS KM1 (G1, V1, D1, T1)
 FZ 123

EN 12667 
& ISO 8301

λ = 0.067 W/m K 7.6 kg/m2

(Board, Tegular, 
MicroLook 90)
9.1 kg/m2 (SL2)

87% 95% RH ISO 5

600 x 600  . . . . . . . . . . . . . . . . .7688M
675 x 675 . . . . . . . . . . . . . . . . . .7689M
1200 x 600. . . . . . . . . . . . . . . . .7690M

600 x 600  . . . . . . . . . . . . . . . . . . . . . 7697M
675 x 675 . . . . . . . . . . . . . . . . . . . . . . 7698M

1500 x 300. . . . . . . . . . . . . . . . . . . . . .7691M
1800 x 300. . . . . . . . . . . . . . . . . . . . . 7692M
2500 x 300  . . . . . . . . . . . . . . . . . . . . 7693M

Global White

30 YEAR
system

guarantee

1  Depends on thickness, edge detail and size of tile.

ULTIMA+ dB
EDGE DETAIL

MODULE (mm)

BOARD MICROLOOK 90TEGULAR SL2

THICKNESS (mm)

SUSPENSION
SYSTEMS

COLOURS

SUSTAINABILITY

ACOUSTICS

Prelude 24 XL²/TL²
Prelude 24 Sixty² XL²/TL²

600 x 600  . . . . . . . . . . . . . . . . . .7695M
675 x 675 . . . . . . . . . . . . . . . . . . .7696M

23

FIRE 
REACTION

OTHER
PERFORMANCES
& FEATURES

ISO 14644-1

CUSTOM
OPTIONS

Dimensions

BRONZE EN ISO 14021 EN 13964
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27 26

EDUCATION 
Windesheim School (NL)

SIERRA OP Board

OFFICE
Unesco IHE, Delft (NL)

PERLA OP Board

EDUCATION
Sint-Clara College, Arendonk (BE)

ULTIMA+ OP



For more information about our 
laminated range or any Armstrong 

Ceiling Solutions products or services, 
contact us today. Find out more at  

www.knaufarmstrong.com

Advisory note 
All photographic and design elements supplied in this brochure do not necessarily reflect any recommendation by any 
of the companies named in this brochure as to the proper use or recommended methods of installation of suspended 
ceilings and are supplied only as informative material. For technical reasons in printing, differences may appear 
between colours printed in this brochure and the actual product. The choice of colours should always be made from 
a sample of the product. All statements and technical information contained in this brochure, or any publication of the 
companies named in this brochure, relating to Armstrong ceilings are based on results obtained under laboratory test 
conditions. It is the responsibility of the user to verify with the seller of the products in writing that such statements and 
information are appropriate to the specific use intended. Sales of the products and liability of the selling companies are 
in accordance with the terms and conditions of sale of the selling company. All product specifications are subject to 
modifications without prior notice.


